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WATER CONTENT CONTROLLER
FOR MUSHROOM CULTURE MEDIUM

http://www.alcon-int.com T. +82-2-2219-3219 / F. +82-2-2219-3220 / E. info@alcon-int.com

B-B239 Samsong Techno Valley 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do 10594 Korea

CAPACITY 1 ~ 20ton

DIVISION 0.2 ~ 5kg

DISPLAY Full color 4.3inch TFT

KEYPAD 22 tact switch

WEIGHING METHOD Load cell

EXTERNAL OUTPUT 100~220VAC solenoid control and completion signal output.

EXTERNAL INPUT Start & stop signal

POWER 12 ~ 24VDC

OPERATING TEMPERATURE -20˚C ~  60˚C

OPERATING HUMIDITY 85% R.H. (no condensation)

ACCESSORY 4 load cell, SSR , 8 point terminal block, AC/DC adaptor, load cell juction box.

OPTION
OP 01 : AD-10F wireless display 
OP 02 : AD-30F wireless display

• Best solution for mushroom growing

• High resolution TFT LCD     • Simple operation

• Optimum water content control     • Precise weighing

OP 01 :  AD-10F
WIRELESS DISPLAY

OP 02 :  AD-30F
WIRELESS DISPLAY
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